
The Hays Trinity Groundwater Conservation District rules are amended as follows: 

1) Rule 11.1.4(B) is amended to read as follows:

B. Applications requiring a Tier 3 aquifer test or a Tier 2 pump test shall submit a
written document detailing the test design to the District for review. This
document must should include at a minimum: the planned location and
producing sub-aquifer of all test wells and observation wells, well casing
intervals, completion methods, pump depth setting, and pumping rate, and
recovery method for the groundwater discharged during the test. Groundwater
discharged during the test should be routed to storage tanks or to other water
systems. If the groundwater must be discharged to surface drainages, it
should be routed so that it does not recharge into the tested aquifer in the
vicinity of the pumping or monitor wells during the test. Discharge onto
adjoining properties is prohibited unless allowed by the adjoining
landowner(s), and evidence of such authorization must be included in the test
design. District technical staff will review the work plan and may recommend
changes to ensure it meets the requirements laid out in Rule 11.

2) Rule 13.3 is amended by adding subsection 13.3.2 to read as follows:

(13.3.2) The curtailment goals represent reductions from the annual authorized 
withdrawal amount. The curtailment goal for each of the four drought stages: 

A. Stage 1: No Drought.        Voluntary 10% 
B. Stage 2: Alarm 20% 
C. Stage 3: Critical 30% 
D. Stage 4: Emergency 40% 

3) Rule 13.3 is amended by adding subsection 13.3.3 to read as follows:

(13.3.3) The following additional restrictions apply during each indicated stage: 

A. During Stage 2 (Alarm), Stage 3 (Critical), or Stage 4 (Emergency) conditions,
groundwater may not be used to fill or refill ponds.

B. During Stage 3 (Critical) or Stage 4 (Emergency) conditions, the District will not
accept any application for a new operating permit or any amendment to increase 
production under an existing operating permit. 

C. During Stage 3 (Critical) or Stage 4 (Emergency) conditions, no new well may be
constructed other than wells drilled to replace existing permitted wells or wells for 
exempt uses. The Board may grant a variance to this rule for new wells used to 
alleviate conditions threatening the health, safety, or welfare of the public. 

4) Rule 15.2.4 is amended to read as follows:



 
(15.2.4) Drought curtailment shall be based on a 10-Day running average of the USGS 
flow meter at Jacob’s Well.  
 

A. During a curtailment period, groundwater production may not exceed the Monthly 
Baseline Production Amount adjusted by the following reduction percentages: 

 

• 6 CFS or less ........................ 10 Percent 

• 5 CFS or less ........................ 20 Percent 

• 3 CFS or less ........................ 30 Percent 

 
B. During a drought stage, groundwater may not be used to fill or refill ponds. 

 


